
Minutes for the laser safety committee (LSC) meeting  
December 8, 2012 

Attending: 

Joel Ager, Jerry Bucher, Mike Carr, Bob Fairchild, Marc Hertlein, David Kestell, Quang Le, Martin Neitzel, 
Greta Toncheva 

Agenda: 

‐ Introduction of the new LBL laser safety officer:  Greta Toncheva 
‐  Laser eyewear issue at Los Alamos:  Bob Fairchild will give a summary. 
‐ Laser inventory management (Bob Fairchild) 

Minutes: 

• Greta Toncheva is the new Laser Safety Officer for LBL. She will be co‐managing the laser safety 
program at LBL together with Bob Fairchild. Greta joined the lab 8 days ago (as of 11/6), and is 
following Bob in assignments to get familiar with the laser safety program at LBL. 
 

•  Marc Hertlein mentioned that Jim Floyd (safety program manager at the ALS) has been making a 
survey of different laser signeage around the ALS and building 2, and their variety/uniformity. Jim is 
soliciting feedback from users on the effectiveness of the laser signs, as perceived by the users, as a 
proactive check on whether the current implementation needs improvement or is sufficient as is. 
 

•  Bob Fairchild elaborated on the ORPS (Occurrence Reporting and Processing System) laser eyewear 
incident at Los Alamos (LANL) on October 18 this year, which Bob mentioned in the November 2012 
"The Remaining Eye" laser safety newsletter. In this case a laser worker discovered that a particular 
pair of Kentek laser eyewear, specified for OD 7+ at 532nm, a common Nd:YAG laser wavelength, 
was not sufficiently protective at 527nm (Nd:YLF) light when viewed at an angle. The problem 
seemed to be confined to one particular pair of glasses with a particular lens shape, but the eyewear 
was not specifically certified for 527nm. 
 
The LSC briefly discusssed this:  
The eyewear by Kentek was technically not defective, since it had the correct optical densities at the 
wavelengths that were certified. It featured dielectric lens coatings, which can exhibit angle 
dependence and sharp optical density changes within a narrow wavelength range. Eyewear based 
on dyes has no angle dependence, and tends to have less rapid OD variations with wavelength. It is 
often also significantly cheaper. Dielectric‐based eyewear is attractive because of its very high visible 
light transmission ‐ which in turn is a result of the specific, narrower absorption bands, tuned to the 
specific protection needed. 
A light transmission curve can help to evaluate whether eyewear is sufficiently protective at a 
wavelength that is not specified by the manufacturer. Bob and Greta can obtain these curves if 
necessary and if they're not readily available, help laser users with eyewear selection, and approve 



eyewear for use with AHDs. 
 

• Bob Fairchild discussed the status of the laser inventory. 
Bob noted that there are still many lasers which are entered multiple times into the database, and 
appear as separate lasers there. Bob mentioned this in the last laser safety newsletter and has asked 
users to check their inventory, update the information, and remove duplicates of lasers.  
 
Marc mentioned that up to several months ago the laser inventory web page had a bug that 
prevented users from modifying any information on previously entered lasers. This may have in the 
past led users to add multiple entries for lasers. This bug has been fixed. 
 
In order to make laser identification easier, to match up lasers with information in the database, Bob 
has started attaching tags to lasers with the laser inventory number. This is especially helpful when 
lasers do not have a DOE number or other easily distinguishing features. 
 

• Jerry Bucher introduced Martin Neitzel, who will soon be replacing Jerry as representative from 
Chemical Sciences. 


