	C/M or P/M

Reviewed:
	
	 CONSTRUCTION JOB HAZARDS ANALYSIS                                                   

                                      ASHRAE Testing 110
                                     

	Building & Room(s):
 
	
	Contractor/Subcontractor Name:
	
	                                            Rev: 2015                        

	Project:
	  
	Date:
	
	

	Scope of Work:  ASHERE 110 testing of a fume hood.



	Tasks being Performed
	Potential Safety Risks/Hazards
	Safety Controls / Mitigations



	This is a TEMPLATE

A small amount of the Titanium Tetrachloride will be used to visually test the hood’s air flow patterns.

SF6 will be used as a tracer gas during testing.

Testing of fume hood/acid bench per ASHRAE 110 standard

Work to be performed from the ground level or ladder

	Risk of personal or bodily injury

	Work area should be delineated off from Un-Authorized personnel & signs posted

Proper PPE shall be worn by adjacent personnel, as required by their proximity to the work task.



	
	
	

	
	
	

	
	Risk of injury from chemical exposure through Inhalation, Absorption or Ingestion.


	MSDS’s shall be located onsite.

MSDS’s shall be reviewed by the contractor to determine the appropriate PPE.

Employees are to follow their company Hazard Communication Program.

Eye wash station shall be made available within 10 seconds of work area.

If eye wash is not available, You must provide aA portable eyewash station capable of providing 15 minutes of continuous water flow, be provided for workers in an uncomplicated and unimpeded path  within 10 seconds travel time (approximately 50 feet).



	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:
	
	Employee Signatures:
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A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.
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