	C/M or P/M

Reviewed:
	
	 CONSTRUCTION JOB HAZARDS ANALYSIS                                                   

                                           Abatement 

                                   (Lead, Asbestos & Mold)                                                                         

	Building & Room(s): 
	
	Contractor/Subcontractor Name:
	
	                                            Rev: 2015                        

	Project:
	
	Date:
	
	

	Scope of Work:    Please list the scope of work in this area (and remove these directions). 



	Tasks being Performed
	Potential Safety Risks/Hazards
	Safety Controls / Mitigations



	This is a TEMPLATE

Contractor shall have a “Reviewed & Accepted” Abatement Site Specific Work Plan “APPROVED” prior to the start of abatement.
Ensure all areas to be abated have been clearly marked or labeled.

Mobilize & set up containment

(neg air machines shall be DOP tested)
EH&S IH shall perform a visual inspection (smoke test) prior to the start of abatement to ensure containment.

Perform abatement 

Contractor shall perform personal air sampling on their employees.  

EHSS CFS will perform area sampling during abatement  

Upon completion of abatement, clearance sampling will be performed by EHSS CFS
Once clearance sampling has been completed and released, dismantling of containment & de-mobing can be done.
	Risk of exposure from contaminates being abated.


	All documents for respirator use shall be submitted, reviewed & accepted by EH&S prior to the start of work. 
(Respiratory Protection Program, Med Evaluation, Fit test & Training).  
Follow the reviewed & accepted Abatement Site Specific Work Plan.

All PPE’s shall be worn for the tasks being performed.

Contractor & employees shall follow the “Reviewed & Accepted” ASSWP.  

Contractor can return only after been directed by the LBNL C/M or EH&S IH when clearance sampling has been completed to enter & break down containment.   



	
	Risk of unwanted release of contamination into the ambient air or atmosphere. 

	Ensure containment has been erected correctly.

Visual & smoke test shall occur to ensure containment readiness.

All negative air machines shall be DOP tested onsite at the bldg. where they will be used.

( neg air shall be maintained -.02 pressure during abatement operations )

Negative air machines shall maintain 4 air exchange in containment per hour

Personnel air sample monitoring will occur. (IH discretion). 



	
	
	Certain existing building components or materials that may be impacted by the work of this project are known or presumed to contain hazardous materials including, but not limited to, asbestos and lead.  Comply with the applicable abatement sections and safety requirements of the contract documents.  Should the contractor(s) or subcontractor(s) determine or believe that any building component or material, not already noted as containing a hazardous material, contains asbestos, lead, or other hazardous material, they shall notify LBNL immediately.  Common building materials that contain asbestos at LBNL include floor tile and mastic, sheetrock and taping compound, pipe insulation, fire doors, and transite.  Paint surfaces and settled dust commonly contain lead.  Prior to disturbing building materials check with LBNL to evaluate the hazard and prescribe controls.

Per DOE’s Worker Protection Rule (10 CFR 851), the subcontractor is required to perform their own exposure assessments for hazardous materials

Construction materials that contain hazardous materials such as asbestos, lead, and mercury must be approved by Facilities Construction Management prior to installing.



	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:

	 
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.
1 of 1

