	C/M or P/M

Reviewed:
	
	 CONSTRUCTION JOB HAZARDS ANALYSIS                                                   

               Arborist / Vegetation Management

	Building & Room(s): 
	
	Contractor/Subcontractor Name:
	
	                                            Rev: 2015                        

	Project:
	
	Date:
	
	

	   Certain existing building components or materials that may be impacted by the work of this project are known or presumed to contain hazardous materials including, but not limited to, asbestos and lead.  Comply with the applicable abatement sections and safety requirements of the contract documents.  Should the contractor(s) or subcontractor(s) determine or believe that any building component or material, not already noted as containing a hazardous material, contains asbestos, lead, or other hazardous material, they shall notify LBNL immediately.  Common building materials that contain asbestos at LBNL include floor tile and mastic, sheetrock and taping compound, pipe insulation, fire doors, and transite.  Paint surfaces and settled dust commonly contain lead.  Prior to disturbing building materials check with LBNL to evaluate the hazard and prescribe controls.
  


	Overall Scope of Work
	Potential Safety Risks/Hazards
	Safety Controls / Mitigations



	This is a TEMPLATE

Arborist / Vegetation Management
Please list the tasks identified from the scope of work along with means, methods……
(and remove these directions).
This document has multiple pages…….. 4 of 4
	Risk of radiation exposure,

Risk of bodily injuries


	All Contractor's & their employees entering LBNL property to do any type of work need to have   

     "General Employee Radiation Training" & have gone through the  "Construction 
     Subcontractor Safety Orientation" course. These courses must be completed prior to the    

     start of any work.

General PPE requirements for construction to include: Hard hat, safety glasses, high visibility 
     shirt or vest & sturdy work boot. Additional PPE may be required based on specific work task 
     & or the MSDS’s. 

All Safety documents, Federal & State posting(Davis Bacon) Shall be posted and made available onsite of all project 
All contractors employee’s shall read, understand and sign all JHA’s associated with their work 
     task.

Contractor shall perform a “Plan of the Day” / "Daily Pre-Task Hazard Analysis" to identify 
     hazards and develop controls for site specific conditions.

This JHA is considered "Work Authorization Document”. Only the identified tasks associated 
     with the scope of work on this document can be performed.
This assumes the information you have submitted is an accurate description of work to be 
     performed.

If a new hazard arises or is not identified or a different means & methods are used that is not specified in this JHA, Pause work & contact the LBNL P/M immediately.


	JHA Review & Approval Signatures:
	Date:
	
	JHA Review & Approval Signatures:
	Date:
	
	JHA Review 

Signatures:
	Date:

	Contractor/Subcontractor Supervisor


	
	
	LBNL Construction/Project Manager


	
	
	LBNL Construction Safety


	


A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.


[image: image1.emf]C/M or P/M   Reviewed:     CONSTRUCTION JOB HAZARDS AN ALYSIS                                                                                   Crane  / Truck   mounted   Lift   Bucket                                              Building & Room(s):          Contractor/Subcontractor Name:                                                  Rev 1/2013                                 Scope of Work:      Performing  Vegetation activities   while using a  crane or   Bucket  Man  Lifts .   (fall protection will be required for man lifts)   (and remove these directions).     Task s being Performed  Potential Safety Risks/ Hazards  Safety Controls   /   Mitigations      

  This is a TEMPLATE       Mobilize  equipment  onsite:   Equipment  will be escorted &  mov ed into place  at the  designated area  by the P/M  (Traffic   required ).     Demarcate work area as per  Traffic Plan     Inspections:   Operator License   / Qualifications   Annual/ Pre - Shift Inspection   of  equi pment & rigging gear.       Hoisting Material:   Hoist & move material to chipper .       De - Mobilize:   Break down  equipment   Equipment   to be escorted offsite      Risk of injury to automobile,  pedestrian traffic or bystanders      F ollow the   reviewed and approval by LBN L.  Traffic / Pedestrian plan  submitted by the contractor,       Work area should be demarcated for Authorized personnel only & signs posted for craning operations.     All personnel must use caution when in or around lifting  activities   and   around the swing radius   and   work areas.     Proper PPE shall be worn by adjacent personnel, as required by their proximity to the work task.     Be aware of your surroundings at all times.    

  Risk of injury from equipment  failure or operator error.    Perform Pre - Shift inspections as p e r the Manufacture requirements of equipment & gear     Inspecti on of Operators  certification (to ensure current as required).     Inspection of  Equipment   certs. & other safety equipment.       Verify the correct  equipment  with what was submitted   is the one on site .    

  Risk of tip over  due to unstable  ground  falling objects and or  equipment failure            Be aware of overhead obstructions & your surrounding at all times.     Keep visual or audio contact with  operator / ground pe rson   at all times.     Ensure the crane outr iggers are on firm & stable ground   with the use of cribbing.     All loads shall be tagged lined     Ensure all loads are within the capacity of the crane performing the lifts  

   

Employee Signatures:  Date:   Employee Signatures:  Date:   Employee Signatures:  Date :  

            

          

          

          

  A signed copy of this JHA  must   be posted while the applicable subcontractor is working on - site and be available to any LBNL employee upon request.  



	To include but not limited to:
Chain saws

Chipper 


	Risk of bodily injury


	Proper PPE shall be worn by the operator and adjacent personnel, as required by their proximity to the work task. To include Hard hat, High visibility shirt or vest, Gloves, Safety glasses, Face shields & Chaps.
Maintain body positioning and footing.

Use constant, moderate pressure on point of operation.

Stop working if irregular torque pattern, shaking, or rocking occurs. 

Two workers are required to carry large, heavy or awkward tools or equipment.

All tools shall be only operated by trained employees 

Tools shall be inspected by the operator prior to use each day.

Tools that are not fully operational shall be “RED” tagged and labeled as defect & removed from the work area.



	
	Risk of wild land fire

	Ensure chainsaws and generators have proper spark arrestors in place.
Have in place a portable water fire extinguisher or garden hose for fire suppression. 

Arborist activities are limited on “ RED Flag Day’s”.



	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:

	 
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request

	Using Fall Protection / climbing gear while completing Vegetation Management
The Arborist may be flown into the tree as a means of a safer method to get him to his work area.

Fall Protection / climbing gear will be worn while working in tree trimming activities.

Fall Protection may be required for working on certain slopes on hillsides.

(Fall Protection Matrix Required while wearing this gear)

	Risks of injury from an 

   exposure to a fall resulting 

   from unprotected or leading

   edges, skylights and open 

   holes in floors & walls.


	Working from heights over 6’ without the guardrail system in place or maintaining three points of contact, fall protection is required.

When Fall Protection is infeasible, A Fall Protection Plan will be “REQUIRED” 

A Fall Protection Matrix is “REQUIRED” when using FP equipment.

Follow FP Matrix guidelines for equipment & system use.

All Non-Roofers shall remain 15’ from an unprotected edge with the use of a Warning Line System.

Roofer shall maintain 6’ from an unprotected edge with the use of a Warning Line System.

         (unless using a Safety Monitor system) (Roofers “Shall” submit a Fall Protection work plan)



	
	Risks of injury from Improper use or set up of equipment


	All employees shall be trained and instructed in the safe use of Fall Protection equipment under the 

      supervision of a competent person.

Pre-shift inspections of Fall Protection equipment by the user & competent person shall occur prior to 

       the start of work.

Manage the Fall Protection equipment for proper use.



	
	Risk of slip, trips & falls


	Area on, near or around the working surface is to be kept clear of any debris.

Be aware of your surroundings at all times. 

 Maintain proper footing and body positioning.


	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:

	 
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.
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Reviewed:

		

		 CONSTRUCTION JOB HAZARDS ANALYSIS                                                   


                           Crane / Truck mounted Lift Bucket 

                                    



		Building & Room(s): 

		

		Contractor/Subcontractor Name:

		

		                                            Rev 1/2013 

                       



		Scope of Work:    Performing Vegetation activities while using a crane or Bucket Man Lifts. (fall protection will be required for man lifts) (and remove these directions).







		Tasks being Performed

		Potential Safety Risks/Hazards

		Safety Controls / Mitigations







		This is a TEMPLATE


Mobilize equipment onsite:


Equipment will be escorted & moved into place  at the designated area by the P/M (Traffic required). 

Demarcate work area as per Traffic Plan


Inspections:


Operator License / Qualifications

Annual/ Pre-Shift Inspection of equipment & rigging gear.

Hoisting Material:

Hoist & move material to chipper.

De-Mobilize:


Break down equipment

Equipment to be escorted offsite



		Risk of injury to automobile, pedestrian traffic or bystanders




		Follow the reviewed and approval by LBNL. Traffic / Pedestrian plan submitted by the contractor, 

Work area should be demarcated for Authorized personnel only & signs posted for craning operations.


All personnel must use caution when in or around lifting activities and around the swing radius and work areas.


Proper PPE shall be worn by adjacent personnel, as required by their proximity to the work task.

Be aware of your surroundings at all times.





		

		Risk of injury from equipment failure or operator error.



		Perform Pre-Shift inspections as per the Manufacture requirements of equipment & gear

Inspection of Operators certification (to ensure current as required).


Inspection of Equipment certs. & other safety equipment.


Verify the correct equipment with what was submitted is the one on site.






		

		Risk of tip over  due to unstable ground  falling objects and or equipment failure




		Be aware of overhead obstructions & your surrounding at all times.


Keep visual or audio contact with operator / ground person at all times.


Ensure the crane outriggers are on firm & stable ground with the use of cribbing.

All loads shall be tagged lined


Ensure all loads are within the capacity of the crane performing the lifts





		Employee Signatures:
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A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.
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