	C/M or P/M

Reviewed:
	
	 CONSTRUCTION JOB HAZARDS ANALYSIS                                             

                                          Cabinetry Installation           
                                     

	Building & Room(s):
 
	
	Contractor/Subcontractor Name:
	
	                                            Rev: 2015                        

	Project:

	
	Date:
	
	

	Scope of Work:  Please list the scope of work in this area (and remove these directions).
 


	Tasks being Performed
	Potential Safety Risks/Hazards
	Safety Controls / Mitigations



	This is a TEMPLATE

Cabinet installation:

Install new cabinets with countertop
Install & Secure Uppers

Bolt into wall

(Penetration Permit may be required)

Install &Secure Lowers

Roto-hammer holes in concrete

Install to floor

Install &Secure Counter Top

Install sub-straight (Plywood)

Install counter top

Tools that will be used : 

See Hand & power tool JHA
House Keeping & Clean-Up:


	Risks of personal injury 


	All employees shall be instructed in safe lifting techniques.

If loads are awkward, too heavy  or high traffic areas, two (2) people  are required for carrying loads 10’ or greater.

Only secure stable loads may be transported by hand truck or dollies. Do not exceed capacity 

Work area shall be delineated off from Un-Authorized personnel & signs posted.

 All cabinets awaiting installation and tools or equipment shall be neat, orderly and properly delineated

Isle’s and hallways shall be kept clear and un-obstructed
Proper PPE shall be worn by adjacent personnel, as required by their proximity to the work task.

Follow the Penetration Permit
Ensure all areas to penetrated has been scanned



	
	Risk of exposure to a laser light


	Ensure work area is clearly labeled with Signage stating “Laser in Use”.

Lasers shall be less than 0.5 watts

Only necessary personnel in room while laser is operated by qualified personnel only.

Laser level will be turned off when not in use.



	
	Risk of injuries due to Slips, Trips & Falls

	Housekeeping shall be maintained but not limited to hourly/daily, as site conditions change or as needed.


	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:

	 
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.
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