	C/M or P/M

Reviewed:
	
	 CONSTRUCTION JOB HAZARDS ANALYSIS                                   
                                 Installing Insulation 
                                                  (Wall or Pipe with PVC fittings)
                                     

	Building & Room(s): 
	
	Contractor/Subcontractor Name:
	
	                                            Rev: 2015                        

	Project:
	
	Date:
	
	

	Scope of Work:  Please list the scope of work in this area (type of insulation & footages). (and remove these directions).

 


	Tasks being Performed
	Potential Safety Risks/Hazards
	Safety Controls / Mitigations



	This is a TEMPLATE

Please list the tasks identified from the scope of work from above in this area……
Example 1:

( Install insulations bats faced or un-faced in between stud bays)

Example 2:

(Pipe insulation with PVC fittings & jacketing using an adhesive tape)

Tools and ladders to be on a separate JHA page.
House Keeping & Clean-Up: 

	Risks of injury from improper lifting


	All employees shall be instructed in safe lifting techniques.
If loads are awkward, too heavy, high traffic areas, two (2) men are required for carrying loads.



	
	Risk of exposure to fiberglass particles inhalation. 

	A nuisance Respirator (dust mask) is required.

Respirator training is required.

Wear proper PPE at all times to include but not limited to: Hard hat, Safety Glasses, sturdy work boots        

      & gloves while working with sharp material or edges.


	
	Risk of injuries/ cuts from improper tool use or storage.


	Employees are to be trained on the use of tools.

Protect knifes or open blade with a holder or sheath to protect the blade while not in use.

Keep all used razor blades in a sharps container labeled as "SHARPS"


	
	Risk of injuries due to Slips, Trips & Falls

	Housekeeping shall be maintained but not limited to hourly/daily, as site conditions change or as needed.




	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:

	 
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.
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