	C/M or P/M

Reviewed:
	
	 CONSTRUCTION JOB HAZARDS ANALYSIS                                                   

                               Operating Power & Hand Tools 
                                     

	Building & Room(s): 
	
	Contractor/Subcontractor Name:
	
	                                            Rev: 2015                        

	Project:
	
	Date:
	
	

	Scope of Work:    Please list the scope of work that will be performed with the tools listed below. (and remove these directions).



	Tasks being Performed
	Potential Safety Risks/Hazards
	Safety Controls / Mitigations



	This is a TEMPLATE

Include a list of tools to be used to complete the scope of work listed above:

	Risk of bodily injury

	Maintain body positioning and footing.

Use constant, moderate pressure on point of operation.

Limit excessive downward pressure and stress.

Stop working if irregular torque pattern, shaking, or rocking occurs. 

Proper PPE shall be worn by the operator and adjacent personnel, as required by their proximity to the work task.

Two workers are required to carry large, heavy or awkward tools or equipment.

All tools shall be only operated by trained employees 

Tools shall be inspected by the operator prior to use each day.

Tools that are not fully operational shall be “RED” tagged and labeled as defect & removed from the work area.



	
	Risk of electrical shock from damaged tools, cords or plugs.

	GFCI receptacles or GFCI attachments are required as a power source. 

Ensure continuous grounding is maintained. Inspect power cords. If cord is damaged, take out of service.




	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:
	
	Employee Signatures:
	Date:

	 
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.
1 of 1

